
Ordering data for Accessories 

9V rechargeable battery for instrument
Instead of battery
Recharger for 9V rechargeable battery

Transport case (plastic) for measuring instrument and accessories 
For safe transport 
Connection hose, silicone, 5m long 
Max. load 700 hPa (mbar) 
Connection hose set, 2 x 1 m, coiled, incl. 1/8" screw connection 

For external recharging of 0515 0025 battery

Pressure-tight up to 20 bar 
Adapter 1/8", for connection hoses. For stable connection of instrument to
pressure system. 

Case made of leather with shoulder strap 
For secure storage of measuring instrument 
Calibration pump, negative pressure 
Max. -700 hPa/mbar 
Calibration pump, positive pressure 
Max. 5 bar 
Pressure transmitter 0 to 10 bar, to measure pressure in liquid substances

ISO calibration certificate/Pressure 
Differential pressure; 5 points distributed over meas. range (-1 to 250 bar) 

ISO calibration certificate/Pressure
Calibration points freely selectable from 0 to 70 bar absolute and 0 to 250 bar positive pressure

Connection hose for pressure transmitter to system (1 off) 

Part no.

testo 520, differential pressure meter, 0 to
100/1000 hPa/mbar incl. battery and precision
certificate 

0560 5201

0 to 100/1000 hPa/mbar 

testo 520 

Part no.

testo 520, differential pressure meter, 0 to
200/2000 hPa/mbar incl. battery and precision
certificate

0560 5202

0 to 200/2000 hPa/mbar 

testo 520 

Part no.

testo 520, differential pressure meter, 0 to 1/10
bar, incl. battery and precision certificate 

0560 5203

0 to 1/10 bar 

testo 520 

Differential pressure meters with 2 measuring ranges

Hold button 
Measures differential pressures across air filters
(checking a manometer) 

Technical data 

2 measuring ranges

±0.2%/full-scale value 

testo 520 has a large, easy-to-read display
and is easy to operate. You can switch to a
smaller range at the touch of a button to give
you more accurate results.

Positive/negative pressure and differential
pressure can be measured. 

Large LCD display 

Low Bat display 

Zeroing using a potentiometer 

Part no.

0515 0025

0554 0025

0516 5200

0554 0440

0554 0441

0554 5200

0554 5251

0554 5253

0554 5252

0554 5254

0520 0005

0520 0105

DKD calibration certificate/Pressure 
Differential and positive pressure; 11 measuring points distributed over the instrument measuring range 

0520 0215

0554 3170

Measuring medium All non-corrosive gases

Protection class IP54

Storage temp. -35... +85 °C

Oper. temp. 0... +60 °C

Battery type 9V block battery

Battery life 250 h

Warranty 2 years

152x83x34 mm

250 g

Dimensions

Weight

Meas. range 0... +1000 hPa

Accuracy Hi: Linearity ±0.2% of full-
scale value/±1 digit
Lo: ±0.5% of full-scale
value/±1 digit

Resolution 0.1 hPa (0... +100 hPa)
1 hPa (+100... +1000 hPa)

Overload ±2000 hPa (0... +1000 hPa)

Meas. range 0... +2000 hPa

Resolution 0.1 hPa (0... +200 hPa)
1 hPa (+200... +2000 hPa)

Overload ±6000 hPa (0... +2000 hPa)

Meas. range 0... +10 bar

Resolution 0.001 bar (0... +1 bar)
0.01 bar (+1... +10 bar)

Overload ±20 bar (0... +10 bar)

Version: 0 to 100/1000 hPa 

Version: 0 to 200/2000 hPa 

Version: 0 to 1/10 bar 

Piezoresistive pressure
sensor

Probe typeMeas. range 0... +200 hPa

Resolution 0.01 hPa (0... +20 hPa)
0.1 hPa (+20... +200 hPa)

Overload ±1400 hPa (0... +200 hPa)

Version: 0 to 20/200 hPa Common data 

Part no.

testo 520, differential pressure meter, 0 to 20/200
hPa/mbar, incl. battery and precision certificate 

0560 5200

0 to 20/200 hPa/mbar 

testo 520 

hPa

mbar 

bar

± 1 digit
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